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Background: Recently, the number of heatstroke cases is increasing among construction workers. To prevent
heatstroke at construction sites, it is necessary to accurately predict both the thermal environment of construction
sites and the physiological condition of workers, which is presently difficult to achieve.
Methods: We have therefore developed the Construction Workers’ Heatstroke Prevention (CWHP) system
specifically for outdoor construction workers. The CWHP system consists of the Thermal Environment Prediction
(TEP) system, which predicts changes in the thermal environment based on forecast values obtained from the
Japan Meteorological Agency and results of computational fluid dynamics and solar insolation simulations, and the
Core Body Temperature Prediction (CBTP) system, which predicts changes in worker core body temperature based
on the TEP system results. The CWHP’s heatstroke risk notification system indicates the risk of worker heatstroke
considering the work site and schedule, so that construction managers can appropriately schedule work or install
appropriate facilities such as tents, electric fans, and cold water tanks before work starts. The system is flexible
enough to accommodate situations differing from meteorological agency forecasts.
Results: In summer 2011 the CWHP system was applied at Osaka University campus under hypothetical situations
using the Virtual Reality Avatar Thermal Environment (VRATE) system, previously developed by the authors.
Conclusions: The system accurately predicted the time history of construction worker core body temperatures and
informed users of times of heatstroke risk, allowing work sites and worker schedules to be modified such that new
plans showed no risk for that day.
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temperatureBackground
In recent years, heatstroke has become a serious prob-
lem in summer in Japan, where the annual number of
heatstroke cases has exceeded 20,000 since 2006, and is
increasing yearly. In 2010 Japan experienced an extreme
heat wave, during which heatstroke resulted in 56,064
hospitalizations and 1,718 deaths (Ministry of Health,
Labor and Welfare MHLW 2011). Heatstroke occurs
when the body temperature rises abnormally because of
high temperature and humidity. About 70% of occupa-
tional heatstroke fatalities occur in the construction in-
dustry. It is well known that to prevent heat-related
illnesses workers should drink plenty of water, rest* Correspondence: yabuki@see.eng.osaka-u.ac.jp
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in any medium, provided the original work is pfrequently in shaded or air-conditioned areas, and wear
protective clothing that provides cooling (Occupational
Safety and Health Administration OSHA 2011). Once a
worker indicates symptoms of heatstroke, immediate
medical assistance should be requested, the worker
should be moved to a cool, shaded area, and excess
clothing should be removed and cool water should be
applied to the body (National Institute for Occupational
Safety and Health NIOSH 2010). However, as a con-
struction site is a severe thermal environment in sum-
mer, risk of heatstroke should be evaluated considering
the thermal environment and human physiology.
The construction industry has problems with health and
safety (Paton 2009), and a number of studies have exam-
ined ways to improve the health and safety situations
(Hastle et al. 2009, McDonald et al. 2009, Sacks et al. 2009).n open access article distributed under the terms of the Creative Commons
g/licenses/by/2.0), which permits unrestricted use, distribution, and reproduction
roperly cited.























Sun and Shade Simulation
Figure 1 Overview of the CWHP system.
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health and safety problems, especially to falls from
height, has been explored by a number of researchers
(Dawood et al. 2012, Zhang et al. 2013), as has research
on heat stress in construction and work environments
(Yi and Chan 2013, Ashraf and Naseem 2003, Tien
et al. 2011). Computational Fluid Dynamics (CFD) ana-
lysis has been used extensively to simulate the thermal
environment of spaces such as rooms, offices, buildings,
urban areas, and global areas. Various studies have used
CFD analysis to interpret and mitigate urban heat island
phenomena (Ashie et al. 2007, Jiang and Hoyano 2008).
The risk of heatstroke becomes high when the core
body temperature rises to about 39°C. Equations for esti-
mating core body temperature, described in the next
section, have been proposed by Kubota et al. (2003). To
evaluate risks of heatstroke in the thermal environment,
wet bulb globe temperature (WBGT) is often used
(Dang et al. 2006). WBGT is a composite of natural wet-
bulb temperature, globe thermometer temperature, and
dry-bulb temperature. However, heatstroke onset de-
pends largely on the physiological condition of the indi-
vidual. Wearable thermal sensors can measure body
temperature and heat rate, but failure to check sensor
readings or ignoring alarms can lead to failure of such
measures to prevent heatstroke. Moreover, environmen-
tal factors such as air temperature, humidity, and solar
radiation significantly vary from place to place.
The authors aim to develop an individualized core
body temperature prediction method for construction
workers based on physiological conditions and chrono-
logical work schedule. Predictions of high risk of heat-
stroke would then allow work schedules to be modified
beforehand. This research focuses on outdoor construc-
tion workers. To develop such a system, therefore, the
thermal environment of the construction site and its
surrounding area should be predicted thoroughly by the
CFD analysis, and the core body temperature of each
worker should be computed by the predicted thermal
environment data and the individual worker’s physio-
logical condition. Furthermore, this process should be
executed quickly, because a series of re-computations
may be needed when heatstroke risk is identified and re-
scheduling is necessary. Since CFD analysis usually takes
hours or even days, a new method that more quickly
predicts the thermal environment is needed. In addition,
the actual thermal environment may significantly deviate
from computations and predictions due to climate
change. Real time monitoring of the thermal environ-
ment is therefore necessary to evaluate differences from
the predicted data.
No methods have been developed that satisfy these
requirements. The objective of this research is there-
fore to develop a heatstroke prevention system foroutdoor construction workers using and integrating in-
formation and communication technology and simula-
tion technologies.Methods
Construction Workers’ heatstroke prevention system
This section describes the Construction Workers’ Heat-
stroke Prevention (CWHP) system. This system predicts
the thermal environment of a construction site and the
core body temperature of site workers, thereby predicting
the heatstroke risk for that day.Overview of the CWHP system
The CWHP system is composed of three subsystems:
the thermal environment prediction (TEP) system, the
core body temperature prediction (CBTP) system, and
the heatstroke risk notification system (Figure 1).
In the TEP system, thermal environmental data at the
construction site are obtained from sensors, and JMA
daily forecasts regarding local high and low tempera-
tures and barometric patterns are obtained via the Inter-
net. Thermal environment changes are strongly related
to pressure patterns, so the TEP system predicts site
temperatures based on statistical patterns in local moni-
toring data from the Automated Meteorological Data
Acquisition System (AMEDAS) of the Japan Meteoro-
logical Agency (JMA).
The CBTP system next predicts changes in the core
body temperature of each construction worker, based on
individual physiological data and the thermal environment
data predicted by the TEP system. The risk of heatstroke
is evaluated according to core body temperature.
Finally, the heatstroke risk notification system reports
when and where construction workers will experience
heatstroke risk, allowing site construction managers to
change work sites and daily schedules as appropriate.






























Figure 2 Flow of the TEP system.
Table 1 Pressure patterns and their characteristics
Pressure pattern Characteristics
1) Summer type Country is covered by a Pacific Ocean high
pressure system and fine, humid weather
continues.
2) Front type Rain and clouds due to the front
3) Unsettled
weather type
High and low pressure systems come and go
frequently and abrupt climate changes occur.
4) Typhoon type Heavy rain and strong wind are expected due to
the typhoon.
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To estimate the risk of heatstroke it is necessary to fore-
cast changes in the thermal environment, including
temperature, humidity, wind direction, wind velocity,
and insolation for several hours. Predicted thermal en-
vironmental data can then be used to calculate body
heat loads. However, since CFD analysis usually takes
from hours to days, a much faster system should be de-
veloped to predict thermal environment change. We
thus propose a method for quickly predicting construc-
tion site thermal environments by developing the TEP
system, which can forecast the thermal environment
based factors such as barometric pressure patterns and
local sensing data.
The system first selects the day’s barometric pressure
pattern based on the JMA forecast, then uses the day’s
forecasted high and low temperatures to predict changes
in the thermal environment at the construction site
according to prepared statistical analyses (Figure 2). The
local thermal environment is predicted by a number of
site CFD analysis results. Key thermal environmental
data predictions and monitored values are compared,
and if significant differences are identified, thermal en-
vironment predictions are modified. Otherwise, the sys-
tem sends predicted environmental data to the CBTP
system.
Pressure pattern selection Thermal environment changes
are strongly related to pressure patterns, so the TEP
system predicts site temperatures based on statistical
patterns in local monitoring data from the JMA’s
AMEDAS. The TEP system uses statistical analysis toclassify barometric pressure patterns obtained from the
JMA into summer, front, unsettled, or typhoon types
(Table 1). For each pressure pattern, typical charts of
temperature, humidity, wind directions, wind velocity,
and insolation are made. AMEDAS data for Osaka City
obtained in August for years from 2006 through 2010
were analyzed to develop the system. The numbers of
samples by pattern are as follows: summer, 92; front, 19;
unsettled, 29; and typhoon, 16.
Figure 3 shows average time-series data and standard
deviations for temperature, humidity, wind velocity, and
global solar radiation. Summer pattern temperatures are
higher than for other pressure types at all times and
reach maximums between 13:00 and 14:00. Tempera-
tures in the unsettled pattern are low in the morning and
show large deviations. Temperatures in the front and
typhoon patterns are relatively constant. Summer and
unsettled humidity varies from 50% to 60% during the
day, and reaches minimums between 13:00 and 14:00.
Wind velocities in the summer, unsettled, and front
Figure 3 Average curves and standard deviations for air temperature, humidity, wind velocity, and global solar radiation for each
pressure pattern. Panels: (1) Average temperature curves for pressure patterns, (2) Standard deviation curves of temperature, (3) Average humidity
curves for pressure pattern, (4) Standard deviation curves of humidity, (5) Average wind velocity curves for pressure patterns, (6) Standard deviation
curves of wind velocity, (7) Global solar radiation curves for pressure patterns, (8) Standard deviation curves of global solar radiation.
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Global solar radiation in the summer pattern is stron-
ger than in other patterns for all times, and reaches a
maximum between 13:00 and 14:00.Prediction of thermal environment change Averaged
time-series data obtained in the previous section cannot
be directly applied to days of the same pressure type in
summer, because the actual maximum and minimum
Figure 4 Temperature curve modification.
Figure 5 Temperature curves variations.
Yabuki et al. Visualization in Engineering 2013, 1:11 Page 5 of 16
http://www.viejournal.com/content/1/1/11values usually differ from average values for a given wea-
ther forecast. The averaged curves are thus modified,
based on the maximum and minimum temperatures
provided by the JMA the previous day. Differences be-
tween the forecast and average maximum and mini-
mum temperatures, p and q, can be computed by
Equations (1) and (2), respectively. To modify the aver-
age temperature at time i, the difference ri can be com-
puted by Equation (3). The time at which the minimum
and maximum temperatures are observed is t0 and tn,
respectively. Modified temperature data can thus be
obtained as shown in Figure 4.
p ¼ T 0max−Tmax ð1Þ
q ¼ T 0max−Tmax ð2Þ
ri ¼ p n−ið Þ þ qin ð3Þ
T''max: Maximum temperature predicted by Meteoro-
logical Agency [°C]
Tmax: Average maximum temperature [°C]
T''min: Minimum temperature predicted by forecast [°C]
Tmin: Average minimum temperature [°C]
n: Time [−]
ri: Temperature difference between the average and
modified curves at time i [°C]
Since the modified temperature curve has deviations
and may have forecast errors, five patterns are generated
based on the standard deviation: Extremely high (+2
standard deviations), High (+1 standard deviation), Mid-
dle, Low (−1 standard deviation), and Extremely low (−2
standard deviations). Figure 5 shows the five temperature
change curves.Thermal environment prediction at and around a
construction site Performing CFD analysis using sensor
data as input would be ideal for predicting construction
site thermal environments, but CFD analysis typically re-
quires from several hours to several days. The proposed
method thus performs a number of CFD analyses and
insolation simulations for various situations beforehand,
and tabulates differences in thermal environment data
between benchmark points and other locations in the
analysis area as factors. At the construction site, envir-
onmental sensors are installed at the benchmark point,
and a previous simulation similar to the sensed data is
selected. The factors are used to predict the thermal en-
vironment data at and around the construction site.
A part of the Suita Campus at Osaka University was
selected as an illustrative example of CFD analysis and
Table 2 CFD analysis conditions








Wind Velocity 4.0 m/s
Wind Direction South









Condition of Boundary and
Internal Areas
Restriction of Re-entry
from the Outside of the
Internal Area
Restriction of Inflow from
the Boundary Area
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CFD analysis. Table 2 shows a set of sample analysis
conditions. Figures 6 and 7 show the results of the CFD
analysis. The star in the figures indicates the benchmark
point. Colored layers in Figure 6 indicate t – t0, the dif-
ference between the temperature at the location (t) and
that at the benchmark point (t0). In Figure 7, colored
layers indicate w / w0, the ratio of wind velocity at the
location w and that at the benchmark point. These100 m
Benchmark point
Figure 6 Temperature difference from the benchmark point data, t0factors allow estimation of thermal environment at any
location in the analysis area from the sensing data at the
benchmark point.
The thermal environment may change significantly
due to sudden climate change, thus deviating from the
estimated values. In such cases, the system changes the
estimated pattern from the initial middle curve to a
more appropriate one if the deviation exceeds five mi-
nutes. This adaptation mechanism gives the system flexi-
bility under uncertain thermal environments.Core body temperature prediction system
The CBTP system predicts the core body temperature of
each construction worker, based on the estimated ther-
mal environment data obtained by the TEP system, the
worker’s physiological data, and planned work site loca-
tion information. The system then predicts the probable
time of heatstroke onset, if heatstroke is anticipated.
The risk of heatstroke is very high when the core body
temperature reaches 39°C.
The CBTP system is first initialized with each
worker’s body temperature, weight, height, and the
planned work location for each time span (Figure 8).
The system then receives thermal environment data at
the construction site, as predicted by the TEP system,
and computes core body temperature change according
to the thermal environment data and the workers’




Figure 7 Wind velocity normalized by value at the benchmark point data, w0 (w: wind velocity at a place).
Initial Registration
- Body temperature (average skin temperature), weight, height
- Work place for each time span
Obtain thermal environment data at the construction venue
(Predicted value of thermal environment prediction system)
Predict time change of body temperature by the equations
Inform the time of heatstroke risk
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timated by Equation (4) (Kubota et al. 2003).
ΔTre ¼ 5AD
4 3:47 103Wt
∫ M−W−Cres−Eres−C−R−Eð Þdt− 14ΔTsk
ð4Þ
ΔTre: Change in body temperature during the day [°C]
AD: Total surface area of body [m2]
Wt: Body weight [kg]
M: Metabolism [W/m2] (ASHRAE 2009)
W: External work [W/m2]
Cres: Heat by respiratory convection flow [W/m
2]
Eres: Respiratory heat of vaporization [W/m
2]
C: Heat by convection [W/m2]
R: Heat by radiation [W/m2]
E: Heat by vaporization [W/m2]
ΔTsk: Change in average skin temperature [°C]
These variables are calculated by Equations (5)–(15).
Cres ¼ 0:0014⋅M 34−Tað Þ ð5Þ
Eres ¼ 0:0023⋅M 44−Pað Þ ð6Þ
C ¼ hc Ts−Tað Þ ð7Þ
hc ¼ 10:4v0:56a ð8Þ










E Tað Þ ¼ 6:11⋅10
7:5Ta
Taþ273:3 ð12Þ
E ¼ 2:2hcFpclω Psk  −Pað Þ ð13Þ
Pa ¼ E Tað ÞRH ð14Þ
ω ¼ AW ð15ÞFigure 8 Flow of the CBTP system.
VR Avatar and Visualization of thermal
environment of VR AvatarPosition and orientation of VR Avatar
Information 
of wind





Figure 9 The VRATE system and annotations.





Figure 10 Thermo-box, particle, and combined visualization.
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http://www.viejournal.com/content/1/1/11hc: Convection heat transfer coefficient [W/m
2/K]
va: Wind velocity [m/s]
Pa: Water vapor pressure [Pa]
Ts: Average skin temperature [°C]
Ta: Air temperature [°C]
hr: Radiation heat transfer coefficient (4.65 [W/m
2/K])
Tr: Average radiation temperature [°C],
K ↓: Amount of global solar radiation [W/m2]
L ↓: Amount of atmospheric radiation [W/m2],
Tg: Ground surface temperature [K]
f: Water vapor pressure [mmHg]
E(Ta): Amount of saturated water vapor at Ta [g/m
3]
σ : Stefan-Boltzmann constant (5.67×10−8[W/m2/K4])
RH: Relative humidity [%]
Fpcl: Moisture transmission efficiency of cloth [−]
Psk *: Water vapor partial pressure from skin saturated
at skin temperature Tsk [Pa]
ω: Ratio of wet skin on body [−]
AW: Wet skin area [m
2]
Physiological data such as weight, height, and body
temperature for each worker, and planned work
schedules including location and job description
are input into the system. The TEP system provides
the thermal environment data at the work place.
Metabolism information for each job, based on a
table proposed by ASHRAE (2009), is stored in the
CBTP system database. The CBTP system computes
worker core body temperatures for each minute,









Figure 11 Map of part of the Suita Campus of Osaka University.Heatstroke risk notification system
The heatstroke risk notification system receives worker
core body temperature data from the CBTP system. If a
worker’s core body temperature is predicted to reach 39°C
at some point in the simulation, the user can be notified
of the time of probable heatstroke onset. If heat stroke risk
is anticipated, the construction manager should modify
the work site and schedule until the risk is eliminated.
Application of the CWHP system
This chapter demonstrates how the CWHP system can
be applied to a construction site.
Application method
A prototype system was developed based on the pro-
posed methodology, and an experiment was performed
at and around the Techno Alliance Building of Osaka
University in summer 2011. The software packages 3ds
Max (Autodesk) and 3DVIA Virtools 5.0 (Dassault
Systèmes) were employed to develop the prototype sys-
tem. Building construction began in 2010 and completed
in April 2011. However, it was hypothetically assumed
that the building was still under construction for the ex-
periment. The experiment was performed in a virtual
world, in which a realistic construction site on a hot sum-
mer day was replicated based on in-situ monitored data.
To virtually replicate the environment we used the
Virtual Reality Avatar Thermal Environment (VRATE)
system, previously developed by the authors (Onoue
et al. 2010). The VRATE system can evaluate a three-200 m
100 m
Figure 12 Temperature distribution at height of 1.5 m.
100 m
Figure 13 Wind velocity and direction at 12:00 at height of 1.5 m.
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Figure 14 Result of the solar insolation simulations on 17 August 2011.
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play thermal indices such as sensible temperature
(Missenard 1931), MRT, and SET* of the VR avatar, and
winds. Figure 9 shows a screenshot of the VRATE sys-
tem. The menu in the lower right of the screen selects
the visualization method as thermo-boxes, particles, or a
combination of both (Figure 10). The left column on the
screen displays the avatar’s position on a map, wind data,
thermal index, analysis date, temperature, and humidity.
A thermo-box is a 100 mm cube whose color shows the
thermal index value.
Thermo-boxes are centered on the avatar at 500 mm in-
tervals, and show the thermal environment in a 2,000 ×Table 3 Observation apparatuses
Observation item Apparatus Range of
Temperature EcoWizard −10 – 45°C
Relative humidity EcoWizard 30 – 80%
Solar radiation Radiation Balance Measurement (CN-11) 0 – 2,000 W
Wind velocity Model 03002 V Wind Sentry 0.5 – 60 m
Wind direction Model 03003 V Wind Sentry 0 – 360°2,000 × 2,000 mm area. Thermo-boxes turn red as the
thermal index increases, and blue if the thermal index is
low. Particles are small objects generated from a particle
generation object based on the avatar’s surroundings. The
particle generation objects, which are not displayed in the
VR space, are arranged at 1,000 mm intervals in the ava-
tar’s surroundings. Particle colors indicate the thermal
index in the manner of thermo-boxes, and particle move-
ment shows the wind speed and direction (particles are
modeled as very light materials, so wind speed and direc-
tion are faithfully reflected). Both methods can be used
simultaneously, with thermo-box and particle colors indi-
cating thermal index and particle movement indicatingmeasurement Error Manufacturer
+/− 1.5°C Sumitomo Precision Products Co., Ltd.
+/− 10% Sumitomo Precision Products Co., Ltd.
/m2 +− 5% EKO Instruments Co., Ltd.
/s +/− 0.3 m/s Amalgamated Instrument Co., Pty., Ltd.
+/− 5° Amalgamated Instrument Co., Pty., Ltd.
Figure 15 Environmental observation apparatuses.
(1) Observed temperature
(2) Observed humidity
Figure 16 Air temperature, relative humidity, wind velocity, and glob
temperature, (2) Observed humidity, (3) Observed wind velocity, (4) Obser
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lows: first, positional coordinates of the avatar and its sur-
roundings are acquired. Next, the nearest positional
coordinate is found, and the thermal environment infor-
mation and thermal index of that coordinate is sampled.
In case of a particle, particle generation objects change
direction, reflecting wind information. Thermo-box and
particle colors are then modified according to thermal
index, and a particle is generated from the particle gener-
ation object.
CFD analysis and solar insolation simulation
A part of the Osaka University campus was selected for
execution of CFD analysis and insolation simulation to
demonstrate the CWHP system. A 3D model of part of
the Suita Campus of Osaka University (Figure 11) was
created using 3ds Max. 3D model data were used for
CFD analysis and solar insolation simulations. Features
such as trees, grass, asphalt, soil, and baseball nets were
included in the model. WindPerfectDX (Environment
Simulation Inc.) was employed for CFD analysis, using
the conditions shown in Table 2. Data on reflectivity,(3)Observed wind velocity
(4) Observed global solar radiation
al solar radiation observation results. Panels: (1) Observed
ved global solar radiation.




Average skin temperature 36.0°C
Core Body temperature 37.0°C
Amount of perspiration Computed using the two-node model by
Gagge et al. (1971)
Table 5 A hypothetical construction work order
Time Work Metabolism Work area
08:00 – 11:00 Transport building materials 235 A
11:00 – 12:00 Check building materials 90 A
12:00 – 13:00 Rest 60 B
13:00 – 18:00 Scaffolding 280 C
Yabuki et al. Visualization in Engineering 2013, 1:11 Page 13 of 16
http://www.viejournal.com/content/1/1/11density, specific heat, heat conductivity, and transpir-
ation rate of surface objects and plants were taken from
a table (ASHRAE 2009) generally used in practice. An
area with dimensions 1,150 (W) × 1,150 (D) × 400 (H) m
was analyzed. The area of buildings was approximately
600 (W) × 600 (D) × 30 (H) m. Gridding for analysis in
the densest central area was 3 (W) × 3 (D) × 0.5 (H) m.
Analysis was executed for 9:00, 12:00, and 15:00 on 17
August 2011. As an illustrative result, Figure 12 shows the
temperature distribution at a height of 1.5 m and Figure 13
shows wind velocity and direction at 12:00. Solar insola-
tion simulation was performed using Virtools. Figure 14
shows the results of the solar insolation simulations for 17
August 2011.Figure 17 Hypothetical work order to the virtual construction workerObservation of thermal environment
Observation of thermal environment including air
temperature, relative humidity, solar radiation, wind vel-
ocity, and wind direction was performed from 6 August
to 31 August 2011 at a benchmark point (indicated by
the red star in Figure 11) near the Techno Alliance
Building, which was hypothetically under construction.
Table 3 and Figure 15 show the observation apparatuses.
Figure 16 shows the results observed on 17 August
2011.
Results and discussion
Example applications of the CWHP system using the
VRATE system
VR Avatar was used to create a virtual construction
worker at the building construction site under the.
Table 7 Another modified hypothetical construction work
order
Time Work Metabolism Work area
08:00 – 11:00 Transport building materials 235 A
11:00 – 12:00 Check building materials 90 A
12:00 – 13:00 Rest 60 B
13:00 – 14:00 Scaffolding 280 C
14:00 – 16:00 Deterioration survey 90 C
16:00 – 18:00 Scaffolding 280 C
Table 6 A modified hypothetical construction work order
Time Work Metabolism Work area
08:00 – 09:00 Transport building materials 235 A
09:00 – 10:00 Check building materials 90 A
10:00 – 12:00 Scaffolding 280 C
12:00 – 13:00 Rest 60 B
13:00 – 16:00 Scaffolding 280 C
16:00 – 18:00 Deterioration survey 90 C
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section. The avatar was configured as a typical Japanese
male, according to the attributes listed in Table 4. A hypo-
thetical construction work order (Figure 17 and Table 5)
was assigned to the avatar. From 8:00 to 11:00, the work
assignment was transporting building materials, a strenu-
ous task that must be performed in a work area (A) with
no shade. From 12:00 to 13:00 the worker ate lunch under
the trees in area B. Then, from 13:00 to 18:00 the worker
assembled scaffolding at work area C. The avatar movedFigure 18 Simulation results for variation in the amount of perspiratifrom area to area according to the work assignment in the
VRATE system, and an avatar trajectory record was stored
with thermal environment data at the work locations.
These data were used in the CWHP system to compute
and predict the core body temperature of the virtual con-
struction worker.
The result of the CWHP system application shows that
the core body temperature increased about 1°C from
8:00 to 12:00 by the work of transporting and checking
building materials at work area A. During the 12:00 to
13:00 lunch break, core body temperature decreased
only slightly. During the afternoon scaffolding work,
core body temperature increased about 1°C to almost
39°C at around 16:00, indicating the construction worker
might have experienced heatstroke onset at that time.
In the next scenario, in the morning the avatar worked
at work area B, transporting and checking building ma-
terials as in the previous case, and performed scaffolding
work in area C in the afternoon. Another case variation
was also executed in which a sunshade tent was installed
at work area A. The result shows as the work area B is in
the shade because of trees the temperature there is lower
than in work area A, so the core body temperature in-
creased only about 0.5°C in the morning. As for the sun-
shade case, the core body temperature increased about
0.7°C in the morning. Both modifications are considered
to be effective for mitigating heatstroke risk. However,
changing the work areas is more effective in this case be-
cause work area B is surrounded by trees and the ground
is covered with grass.
Next, the work items and schedule were modified to
create the two cases shown in Tables 6 and 7. In theon.
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ginal case, so from 16:00 to 18:00 the worker performed
a deterioration survey with metabolism rating of only
90 (as opposed to scaffolding work, which has a rating
of 280) at work area C. In the Table 7 case, the deterior-
ation survey was inserted between 14:00 and 16:00 at
work area C. The result shows that the case of Table 7 is
better than the other cases from the viewpoint of
preventing heatstroke.
The amount of perspiration depends on the person.
Individuals who perspire a lot can release heat quickly,
so core body temperature increases more slowly than
one who perspires less (Gagge et al. 1971). In the follow-
ing cases, the avatar’s perspiration rate varies between
80 and 120% that of an average individual. Figure 18
shows the results, where the red curve of the 80% case
hits 39°C at 15:00 and reached 39.3°C at 18:00, while the
green curve of the 120% case reached a maximum of
only 38.6°C.
Conclusions
The CWHP system was developed for outdoor construc-
tion sites. This system is composed of the TEP system, the
CBTP system, and the heatstroke risk notification system.
The TEP and CBTP systems were implemented. The TEP
system can predict the thermal environment data of all
places within the modeled area before work begins in the
morning and can flexibly change the predicted data, based
on the sensing data at a benchmark point at the site. The
CBTP system can predict daily time-series data for con-
struction worker core body temperature, based on the work
schedule. We applied the CBTP system to a hypothetical
construction site at Osaka University, using the VRATE
system and found that this system could predict the core
body temperature, which varies throughout the day, and
predict the risk of heatstroke according to core body
temperature for each time zone. Since the core body
temperature changes according to work location, task
performed, and individual amounts of perspiration, we con-
firmed that the evaluation method considers physiological
aspects of workers and modification of work schedules.
For future work, a method to convert building informa-
tion models in and around the site into CFD analysis 3D
models should be developed to reduce time and work for
making 3D data for CFD analysis. Since in the current TEP
system the shaded areas receive no direct solar radiation,
partial shading should be incorporated in the future. The
heatstroke risk notification system should be implemented
using smartphones. If a construction work schedule is
changed in the morning because workers receive heat-
stroke risk warnings, construction managers would want
to know how changes will impact the construction job.
This could be an interesting research theme, where four-
and five-dimensional models (McKinney et al. 1996) couldbe employed. Finally, the system should be applied to an
actual construction site to verify system efficacy.
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